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Diag 586220 Harness - Keyboard Dongle

Module Description

The Keyboard Dongle for Diag 586220 provides the required feedback connections for
testing the Cé4’s CIA U1, which the keyboard is connected to. A LED and current limiting
resistor is connected between the +5V and GND pin of the keyboard. The Restore key is
connected to a dedicated line and is not tested.

Connections
20p receptacle (pitch 2.54mm)

Pin Sinol Sinol Pin

5 PB3 < PA3 17
6 PB6 < PA6 14
7 PB5 < PA5 15
8 PB4 < PA4 16
9 PB/ « PA7 20
10 | PB2 «~ PA2 18
11 PBI < PAIl 19
12 | PBO < | PAO 13
Diag586220 Keyb ModB.docx 01.03.2019 08:29

Drafted by Sven Petersen Page 1 of 1 Doc.-No.: 116-6-01-00



v

1591 -q43y 7% 9]

31

T/T 3bed [ 0 a9y

8C'TT 6T0CEQTO

:91e(Q

U3SJ3}3d USAS  :"Mel(

00—-T0-T—-9TT:"ON—"30(Q

91buo(q 353 pleoghay
pzz98s beig

ST

ano

A7
a1

40EE
Td

NVISAIN

75' 8MBZXT 18
Nayd1ay

e=ir > 9403say
=TS uld ON
[1-10 )

NeC-XXvse-114




Sven Petersen

Doc.—No.:116-2-01-00

2019 Cu: 35um| Cu-Layers: 2
(64 _Keyb-Test
01.03.2019 11:34 Rev.: @

placement component side

J1

0c
O

02298 beig

R{ Q ‘A9Y 91buo(g pueoqghay

I
<:§ Uld ON
N7 D1




Sven Petersen

Doc.—No.:116-2-01-00

2019 Cu: 35um| Cu-Layers: 2
(64 _Keyb-Test
01.03.2019 11:34 Rev.: @

placement component side

0c
O

02298 beig

Q ‘A9Y 91buo(g pueoqghay

330R

I
<:§ Uld ON

BL1-85AXX-20U

1




Sven Petersen Doc.—No0.:116-2-01-00

2019 Cu: 35um| Cu-Layers: 2
(64 _Keyb-Test
01.03.2019 11:34 Rev.: 0
top I
S Q Q
— Ole

Olll«

Ollle

Olllle

ollld

(o]

(0.4

7

)

O

oo

O o

Q o




Sven Petersen Doc.—No0.:116-2-01-00

2019 Cu: 35um| Cu—-Layers: 2

(64 _Keyb-Test

01.03.2019 11:34 Rev.: 0

bottom _

BOL
OO0
O

TTe\06

O%OO%OOOOOOTT???

)




Sven Petersen

Doc.—No.:116-2-01-00

2019 Cu: 35um| Cu-Layers: 2
(64 _Keyb-Test
01.03.2019 11:34 Rev.: @

stopmask component side

O

TOP




Sven Petersen

Doc.—No.:116-2-01-00

2019 Cu: 35um| Cu-Layers: 2
(64 _Keyb-Test
01.03.2019 11:34 Rev.: @

stopmask solder side

O




Sven Petersen
2019

Doc.—No.:116-2-01-00

Cu:

35um| Cu-Layers: 2

(64 _Keyb-Test

01.03.2019 11:34

Rev.: 0

placement component side

measures

J1

02298 beig

53.00

R{ Q ‘A9Y 91buo(g pueoqghay

uld ON
i

0c
O

T
Eh

(Y
F
[\~
S




